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Heavy Duty W & Y Cordsets
CO

RD
SE

TS Heavy Duty Grade W & Y Cordsets
• cCSAus Listed

• Provides multiple outlets from a single power source

• Available in "Y" and "W" configurations

• Manufactured using heavy-duty 600V cord

• Standard models available with 18" primary and secondary

• Available with Ericson's Perma-Link or Perma-Tite plugs 

and connectors

• Custom configurations available with your choice of 

primary length, secondary length and plug/connectors

• Easy to hang - hanging loop tab

Contractor Grade 
Y Adapter Features 600V STW Cable
Made from heavy-duty #12/3 STW yellow cable with molded-on
plug, connector & Y-junction.

• 2’

• Made from heavy-duty #2 STW yellow cable

• NEMA 5-15 L5-20

2634  - A1 Z10

123 Y

SOW, SOOW, SEOW 600V Rated only.  

Catalog
Number

Electrical Ratings

Length Gauge Type Amps Volts Plug/Connector Face View

123Y 2' #12/3 STW 15A 120V NEMA 5-15 Straight Blade

123YL 20A NEMA L5-20

Plug/Conn Amp Volts AWG Cord Size 

1 2 

A = 1510P & 1610-C 15 120 14/3 12/3

B = 1510-PW6P & 1610-CW6P 15 120 14/3 12/3

C = 1520-P & 1620-C 15 120 14/3 12/3

D = 1520-PW6P & 1620-CW6P 15 120 14/3 12/3

E = 2310-P & 2410-C 20 120 12/3 10/3

F = 2310-PW6P & 2410-CW6P 20 120 12/3 10/3 

G = 2510-P & 2610-C 30 120 10/3 

H = 2510-PW6P & 2610-CW6P 30 120 10/3 

I = 2320-P & 2420-C 20 120/240 12/4 

J = 2320-PW6P & 2420-CW6P 20 120/240 12/4 

M = L21-20P & L21-20C 20 208 12/5  

Base  Model

2634 = Y
2636 = W

Length

Blank = std 3’ OAL
Zxx = any length up to 100’ OAL

63YSTW

50 Amp “Y”
(On page 129)

Hanging
Tab

Made in
the USA
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