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Catalog Bolt Bolt
Number Size Length Included In Kit

NBW-38-125 3/8-16 1-1/4 Aluminum Nut, Stainless Steel Belleville Washer, Aluminum Flat Washer, Stainless Steel Flat Washer, Aluminum Bolt

NBW-50-150 1/2-13 1-1/2 Aluminum Nut, Stainless Steel Belleville Washer, Aluminum Flat Washer, Stainless Steel Flat Washer, Aluminum Bolt

NBW-50-200 1/2-13 2 Aluminum Nut, Stainless Steel Belleville Washer, Aluminum Flat Washer, Stainless Steel Flat Washer, Aluminum Bolt

NBW-50-250 1/2-13 2-1/2 Aluminum Nut, Stainless Steel Belleville Washer, Aluminum Flat Washer, Stainless Steel Flat Washer, Aluminum Bolt

NBW-58-250 5/8-11 2-1/2 Aluminum Nut, Stainless Steel Belleville Washer, Aluminum Flat Washer, Stainless Steel Flat Washer, Aluminum Bolt

NBW-58-300 5/8-11 3 Aluminum Nut, Stainless Steel Belleville Washer, Aluminum Flat Washer, Stainless Steel Flat Washer, Aluminum Bolt

Mounting Hardware

TYPE

NBW
Features
• Individually packaged

• Aluminum nut and bolt

• Belleville washer

Benefits
• All components for mounting one connector are kept

together to avoid mismatched hardware
• Provides consistent and even thermal expansion and

contraction to prevent loosening of mounting hardware
due to heat cycling

• Maintains tension on connection through thermal
expansion and contraction




